Formatted General Notes (Clusters ≥5 Occurrences)
[14 occurrences] SEE PARTITION DETAILS A8.01 FOR PARTITION TYPES.
[12 occurrences] (2) WASHERS, AND (1) ULTRASONIC CLEANER.PROVIDE REINFORCEMENT IN PARTITIONS FOR ANCHORAGE OF CASEWORK, MILLWORK AND OTHER WALL-SUPPORTED ITEMS.
[11 occurrences] PROVIDE BACKING FOR ALL CASEWORK CABINETS, SHELVING, AND WALL- MOUNTED EQUIPMENT.SEE STRUCTURAL, MECHANICAL, ELECTRICAL AND PLUMBING DRAWINGS FOR SYSTEMS COORDINATION AND ADDITIONAL OPENINGS IN WALLS.
[9 occurrences] REFER TO LIFE SAFETY LS* SERIES DRAWINGS IN PACKAGE A FOR LOCATION & EXTENT OF ALL RATED ASSEMBLIES.
[8 occurrences] UNLESS NOTED OTHERWISE, TENANT INTERIOR PARTITIONS ARE TO BE TYPE FA (FLOOR TO STRUCTURE ABOVE).
[8 occurrences] REFER TO SHEET A8 SERIES FOR PARTITION TYPES.
[8 occurrences] REFER TO A8* SERIES FOR PARTITION SCHEDULE AND DOOR SCHEDULE & DETAILS.
[8 occurrences] FOR ALL OTHER SINKS, FAUCETS, AND ACCESSORIES, SEE PLUMBING.PROVIDE LEVEL 4 FINISH AT ALL NEW GYPSUM BOARD PARTITIONS UNLESS NOTED OTHERWISE.DIMENSIONS ARE TO FINISH FACE OF GYPSUM BOARD PARTITION UNLESS NOTED OTHERWISE.
[7 occurrences] 4.ALL WOOD BLOCKING, NAILERS, ETC.
[7 occurrences] VERIFY EXISTING CONDITIONS BEFORE BEGINNING WORK.
[6 occurrences] SEE PARTITION SCHEDULE ON SHEET A8.01 FOR PARTITION TYPES.ALL NEW/UPDATED SIGNAGE TO BE OWNER FURNISHED/OWNER INSTALLED.DIMENSIONS ARE TO FINISH FACE OF GYPSUM BOARD PARTITION UNLESS NOTED OTHERWISE.
[6 occurrences] PROVIDE WALL BACKING TO SUPPORT HANDRAILS AND MISCELLANEOUS EQUIPMENT MOUNTED ON STUD WALLS.
[6 occurrences] FOR WALL AND FLOOR FINISH INFORMATION, SEE FINISH SCHEDULES ON A8.21 - A8.25 AND A10 FINISH PLANS.
[6 occurrences] REFER TO SHEET A0.00 FOR LIST OF SYMBOLS, MATERIAL INDICATIONS, ABBREVIATIONS, AND DIMENSIONAL STANDARDS.
[6 occurrences] DIMENSIONS TAKEN FROM GRID CENTERLINE AND TO FACE OF FINISH UNLESS NOTED OTHERWISE.REFER TO LIFE SAFETY PLANS FOR LOCATION AND EXTENT OF RATED ASSEMBLIES & HAZARDOUS MATERIALS CONTROL AREA BOUNDARIES.
[6 occurrences] SEE A6 SERIES SHEETS FOR CEILING INFORMATION.REFER TO LIFE SAFETY DRAWINGS FOR LOCATION AND EXTENT OF ALL FIRE RATED ASSEMBLIES, FIRE EXTINGUISHER LOCATIONS, EXIT SIGNS, TRAVEL DISTANCES, EXIT LOCATIONS, OCCUPANCY LOADS & OTHER LIFE SAFETY REQUIREMENTS.DOOR LOCATIONS ARE PER SHEET A9.005 UNLESS OTHERWISE NOTED IN PLAN.
[6 occurrences] ALL DIMENSIONS ARE TO FINISHED FACE OF PARTITION, UNLESS NOTED OTHERWISE.
[5 occurrences] REFER TO SHEET A8.02 FOR DOOR SCHEDULE, DOOR TYPES AND DOOR HARDWARE.2.
[5 occurrences] SEE ELEVATIONS FOR EXTERIOR ASSEMBLY TYPES NOT NOTED IN PLAN.□.
[5 occurrences] F.E.C. = FIRE EXTINGUISHER CABINET, 75’ MAX TRAVEL DISTANCE BETWEEN FIRE EXTINGUISHERS.A1.
[5 occurrences] FOR ROOM FINISH SCHEDULE, SEE SHEET A8.50.
[5 occurrences] REFER TO A12 SERIES EQUIPMENT PLANS, FOR MEDICAL EQUIPMENT PLACEMENT AND REQUIRED CLEARANCES.
[5 occurrences] PROVIDE BACKING FOR ALL CASEWORK CABINETS, SHELVING, AND WALL-MOUNTED EQUIPMENT.5.




